
DYCP-31DN 水平电泳仪简易操作指南 

 

1. 制胶。选择合适的尺寸，将透明的托盘放到制胶槽内， 然后将合适梳子插

入到倒胶槽的定位槽中。倒入加热溶解的琼脂糖胶液，待胶凝固。 

2. 轻轻拔掉梳子，注意先拔一侧。将托盘从倒胶槽中取出，移入电泳槽。 

3. 在两水槽中加入电泳缓冲液，使凝胶全部被浸没，水位应略为高出胶面。 

4. 在梳井内加样，注意避免引入气泡。 

5. 接通电源，按颜色接好电泳槽与电泳仪的连接导线，开启“电源开关”。  

6. 设置参数。通过按“选择”键，可以在电压，电流，时间之间进行切换，按上

下键可以改变设定值。一般情况下，设定输出参数的原则是：先设定要稳定的

参数值（稳压或恒流），再将另一参数设定在安全的高限。  

7. 按“启/停”键，启动输出。此时，仪器鸣响 3 声，输出指示灯亮。 

8. 仪器正常输出若要停机，可按“启/停”键，此时显示 stop，并反复鸣响，再按

“选择”键，仪器停止鸣响。如希望继续工作，选择“go on”，定时时间继续累

加；选择“start”，计时重新开始。 

9. 定时结束时，显示“time out”，并反复鸣响，但此时输出始终未关，用户须手

动停机。如果用户希望继续工作，可按“选择”键，仪器停止鸣响。  

10. 本机接 2 个以上电泳槽时，电流显示各槽电流之和，应选择稳压工作方式

为宜。    

 

注意事项：  

1. 最大电压不得超过 500V。 

2. 请勿将电泳槽放在电泳仪上操作，严禁溅入电解质溶液。 

3. 本机输出电压较高，开机后人体不宜与电泳槽溶液或样品接触，请关机后再

看样品。  
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DYCP-31DN Gel electrophoresis Operation Manual 

 

1. Make gel.  Put the gel tray into the gel-making tank (select 
appropriate size), and then insert the comb into the positioning slot. Pour 
the melted agarose gel and wait for solidification. 

2. Gently pull out the comb from one side to the other. And transfer the 
gel tray to the electrophoresis tank. 

3. Add electrophoretic buffer to the tank so that the gel is completely 
submerged. 
4. Load samples in comb well and avoid the bubbles. 
5. Connect the electrophoresis tank and the power supply based on the 
color which indicate “+” and “-”, and turn on the "power switch". 
6. Set parameters. Press the "Select" key to switch between voltage, 
current and time, and press the up or down key to change the set value. 
The principle of setting output parameters is: first set stable voltage or 
constant current, and then set the other parameter at the safe high limit. 
7. Press the Start/Stop key to start output. At this time, the instrument 
buzzes 3 times and the output indicator lights up. 
8. If you want to stop the normal output of the instrument, you can press 
the "Start/Stop" key. At this time, stop will be displayed with a constant 
beeping sound. Then press the "Select" to continue; select "go on" and the 
timing time will continue to accumulate; select elect "Start " the timer 
will restart. 
9. When the timing ends, "time out" will be displayed with a constant 
beeping sound. The user must manually stop the machine. Or press the 
"Select" button to continue working. 
10. When the power supply is connected with more than two 
electrophoresis tanks, it shows the sum of the current of each tank, so it is 
appropriate to choose the stable voltage working mode. 
 
Note:  
1. The maximum voltage must not exceed 500 v. 
2. Do not use the electrophoresis tank on the power supply, and do not 
splash the electrolyte solution onto the device. 
3. Do not touch the electrophoresis buffer or samples during the running 
time. 
 


