
新芝 Scientz-IID 超声波破碎仪 

一、参数设置 

1. 按设定键（SET）进入参数设置。 

2. 通过 ▲ 或 ▼ 来选择不同的设置项，某项设置数值的末位不停地跳动，表示 

   已进入设置状态。 

3.   总工作时间设定：      

      界面在“总时间 998m”的首位 上跳动，表示进入时间设置，用户只需在数字键

    盘上键入需要的数字即可（总工作时间最大可设到 999分钟）。 

4. 超声开时间设定：超声开的时间不能超过 5秒（建议超声工作 1-2 秒）。 

5. 超声关时间设定：建议间隙2-3 秒的放式工作。 

6. 槽温度保护设定： 

      温度保护设置点必须比室温或样品温度高 5℃以上。发生超温保护时，机器 

停止工作。实践表明：短时间的多次工作，工作时间（超声时间）≤5 秒，比 

连续长时间工作的效果要好。为防止液体发热，可设定较长的间隙时间。不   

间断长时工作易形成空载，缩短仪器使用寿命。 

7. 超声波输出功率设定： 

     通过 ▲ 或 ▼ 来选择超声波输出功率设置项（设置界面里功率输出条下方的

“10%”的首位跳动），同样只需键入需要的数字即可。 

   建意使用Φ6 变幅杆功率不超过 60%，Φ15 的变幅杆不超过 80%。 

8. 对各种细胞破碎量多少、时间长短和功率大小，有待根据各种不同细胞再摸 

     索确定，取最佳值。 

 

二、超声工作设置 

1. 超声工作中的功率调节：在超声工作中只需要按 ▲ 或 ▼ 即可调节超声波的 

  输出功率（按 ▲ 增加功率，按▼ 减少功率，本功能用于功率微调），在调 

  节时仪器的输出功率是不停止的，在用户调节到需要的值后即可超声输出； 

2. 超声停止输出：用户只需按“〓”即可停止超声输出。 

3. 严禁在变幅杆未插入液体内(空载)时开机。 

4. 在打开发生器机壳后切勿乱摸，以防触电。 

 

三、维护保养 

 使用完毕后，必须用纯水超声 5min，清洗变幅杆。并保持仪器内部及表面的卫生。 

功能 

  该仪器能用于多种动植物细胞、病毒细胞的破碎，同时可用来乳化、分离、匀化、

    提取、消泡、清洗及加速化学反应等等。被广泛应用于生物化学、微生物学、药

    物化学、动物学等领域。 



Scientz-IID Sonifier Cell Disrupter 

1. Parameter setting 

1) Press (SET) to enter the parameter settings. 

   2) Press ▲ or ▼ to select different settings. 

       When the Setup value becomes active, it turns to the setting state.  

3)  Total working time setting: 

     When “total time 998m” becomes active, it turns to the time setting. 

     Users only need to type the number of digital keyboard. 

     (Maximum working hours can be set to 999 minutes) 

4)  Ultrasonic time setting:  

    The time of the ultrasonic opening cannot exceed 5 seconds  

     (Recommended ultrasonic work 1-2 seconds) 

5)  Close time setting: 2-3 seconds release.   

6) Groove temperature setting: 

      Temperature protection setting point must be 5℃ higher than the room temperature 

  or sample temperature. 

      The machine stops working when there is over temperature protection.   
7) Ultrasonic output power setting: 

    Press ▲ or ▼ to select different settings. 

       When the Setup value becomes active, it turns to the setting state. 

       Type the number you need. 

      Φ6 transformer horn power no more than 60% 

   Φ15 transformer horn power no more than 80% 

8) The amount of cells, time and the power are to be determined according to cell  

      types. 

 

2. Ultrasonic working settings 

1) Power regulation in ultrasonic work: 

    Press ▲ or ▼ to adjust the output power of ultrasonic  

  (Press ▲ to increase, press ▼ to reduce. The function is used to Fine tune) 

2) Ultrasonic stop output:  

     Users only need to press the "〓" to stop the ultrasonic output 

3) It is forbidden to turn on the liquid in the liquid when the transformer is   not inserted. 

4)  It is forbidden to touch inside after opening the generator casing, 

    to prevent electric shock. 

 

3. Maintenance 

   After use, ultrasonic 5min by pure water. Clean the horn. And maintain the internal and

   surface of the instrument. 



 


