
超越系列紫外可见分光光度计简易操作指南 

使用前： 

使用前，请选择适合材料的比色皿并使用去离子或超纯水冲洗比色皿内侧与外侧

多次。使用光学清洁布或比色皿拭镜纸将其外部拍干，以免刮划表面。 

使用时： 

1 打开仪器  

2 选择直接测量 或 方法（见方法设置）。仪器将首先提示您进行空白溶液测量。  

3 缓缓地移入空白溶液，注意不要产生气泡。空白溶液通常为纯溶剂。  

4 抓住比色皿不透明侧的顶部。  

  小心不要触碰到透明壁，否则任何痕迹或指纹都可能严重影响测量结果。  

5 将比色皿轻轻垂直插入样品支架，以免刮划玻璃或在上方留下痕迹。  

6 单击 启动 开始测量。  

 单击 测量空白 测量空白溶液。  

7 完成测量时拆除比色皿，小心将其垂直持握并充分冲洗。  

8 将样品溶液装入比色皿内（请参阅第 3 步至第 5 步），然后单击 测量样品。  

9 完成测量时拆除比色皿，小心将其垂直持握并充分冲洗。  

 重复上述步骤直到完成分析。对方法单击 结束 或 结束直接测量。 

方法设置： 

浏览：主界面 > 方法 > 方法类型，例如：固定波长  

1 点击 新建，根据模板创建新方法（注意：储存方法总数有上限）。  

 方法功能 配置 打开。  

2 根据要求配置方法（见下表）。  

3 单击 确定。  

4 为新方法设定所有相关参数。  

5 单击 保存 

参数 说明 数值

多次测定
设定在开始方法后样品数量是否固定，或者在测

量期间是否可添加样品。
是  | 否

多个测定模式
 设定在开始方法后样品数量是否固定，或者是否

在测量期间可添加样品。
仅适用于 多次测定 激活的情况。

固定样品数|可变样
品数

测量池 定义是使用超微量平台还是 1cm 比色皿支架。 超微量平台  | 比色皿

自动进样 为此方法选择一台可用的自动进样单元。
无  | CuvetteChanger  |

FillPalMini

光程 为测量输入路径长度。 0.01…5.00

测量时长 定义测量空白值、样品与标准液的时间长度。 1…1000



 UV-visible spectrophotometers operation manual 

Before Use: 
Please pay attention to: 
1. Cuvette material (Plastic cuvette could not absorb UV )  
2. The cleanliness of the cuvette. 

a) Clean the cuvette by using deionized water and a mirror cloth. 

During Operation: 
1. Switch on the instrument 
2. Select direct measurements or methods (see Method Settings). The instrument 

will first remind you for a blank measurement. 
3. Gently pipette the blank solution into the cuvette, but pay attention to the bubbles. 

The blank is usually a kind of pure solvent. 
4. When moving the cuvette, grab the top of the opaque side of it. 
 Be careful not to touch the transparent wall. 

5. Insert the cuvette vertically and gently into the sample holder. 
6. Click Start to start the measurement. 
 Click the blank measurement for blank detection. 

7. The cuvette required to be removed when measurements completed. 
8. Load the sample solution into the cuvette (Steps 3 to 5) and click Sample 

Measurement.  
9. The cuvette required to be removed when measurements completed. 
 Repeat the above steps until the analysis is complete. Click End or End the 

direct measurement. 

 

Settings operational Method: 
1. Selection: Dashboard > Method > Method type e.g., fixed wavelength  
2. Click New to create a new method (Note: the total number of stored methods is fixed).  
3. Configure the method as required (see table below) then click OK.  
4. Set all relevant parameters for the new method then click Save. 
 


