
 Waters 2695 HPLC 操作规程  

 
1、打开计算机电源，进入Windows操作系统 

2、打开仪器硬件电源（依次打开网络集线器，2695，检测器） 

3、进行仪器的 Start up 操作（Alliance面板操作）  

􀁺 Prime seal wash：Diag → Prime seal wash，直至入口管没有可见气泡，按Halt键停

止Prime，再按close关闭界面；  

􀁺 Prime needle wash：Diag → Prime needle wash，清洗进样针1-2次。Close并Exit，

退出Diag界面；  

􀁺 Dry Prime：打开泵抽液阀→Menu/Status → Direct Function →Dry Prime→依次选择

A、B、C、D，同时用注射器抽取液体，结束后按cancel，切记完成后将抽液阀关闭；  

Wet Prime：依次将实验所涉及的流路设为100%→ Direct Function → Wet Prime，确

保流路中为新鲜溶剂； 

􀁺 设定流速、柱温等参数，平衡系统约30分钟；  

􀁺 Purge injection：Direct Function → Purge injection  

4、登录Empower 软件，进入运行样品界面  

􀁺 双击Empower3图标，输入用户名和密码。  

默认用户名为system, 密码为manager，点击“高级”，选择Quickstart界面，选定存放

数据文件的项目及系统后进入软件。 

  

5、编制仪器方法，监测基线，准备开始LC分析实验  

􀁺 创建方法组：点击“调用方法组编辑器向导”，创建新的方法组  

􀁺 平衡监视器：点击“平衡系统/监视基线”图标，在下拉菜单中选择仪器方法后，点击“平

衡/监视器”。可以点击“控制面板”以观察放大的基线图  

6、编辑样品组，采集数据  

回到“样品队列”视图，编辑样品组，并保存。点击“运行当前样品组方法”按钮以采

集样品。 

 

7、实验结束，冲洗系统并关机  

􀁺 实验结束后，首先关闭检测器电源；  

􀁺 缓冲盐管路用水取代，做wet prime；  

􀁺 选择合适的流动相清洗色谱柱约60分钟；  

􀁺 Prime seal wash：Diag → Prime seal wash 清洗泵头约1分钟  

􀁺 Prime needle wash：Diag → Prime needle wash，清洗进样针1-2次  

􀁺 Purge injection：Direct Function → Purge injection；  

􀁺 降低流速至0，待系统压力回零后，关闭2695电源；  

􀁺 关闭计算机及显示器电源。 

 

功能： 

百分之七十以上的有机化合物可用高效液相色谱分析，特别是高沸点、大分子、强极性、热稳定

性差化合物的分离分析。 

 

 

 



 

Waters 2695 HPLC Quick start Menu 

1. Turn on the PC, get into Windows system. 

2. Turn on Waters HPLC units (including Hub, 2695, and detector)  

3. Start up (Alliance control on 2695) 

3.1 Prime seal wash：Diag → Prime seal wash, press Halt to stop Priming until there is no bubble in the 

pipe, press close; 

3.2 Prime needle wash：Diag → Prime needle wash, wash the needles 1-2 times, then, close and Exit; 

3.3 Dry Prime: screw off the pump →Menu/Status → Direct Function →Dry Prime→ use syringe and 

pump the liquid into A、B、C、D，press cancel, and screw down the pump.  

3.4 Wet Prime: set the mobile phase liquid as 100% → Direct Function → Wet Prime, make sure all 

mobile phases are fresh made. 

3.5 Set the flow rate, column temperature, equilibrium the system for about 30 minutes.  

3.6 Purge injection：Direct Function → Purge injection  

4. Log on Empower software, choose “运行样品界面” 

4.1 Double click Empower3, input user name (system) and password (manager), choose QuickStart 

interphase, select the data folder and system to access this software. 

5. Set up the “Equipment Method”, spy “the base line”, and Analysis  

5.1 Set up methods: select “调用方法组编辑器向导”, set up a new method group; 

5.2 Equilibrium the system: select “平衡系统/监视基线” to system equilibrium; 

6. Edit the Sample Group, Start operation and data collection  

6.1 Go back to “样品队列”, edit the sample group, and save. Click “运行当前样品组方法”, the 

sample starts to run 

7. Operation done, System wash and Turn off the equipment 

7.1 Turn off the detector 

7.2 Use DDI water to wash the buffer mobile phase, wet prime 

7.3 Use the proper wash programme to wash the column for 60 mins 

7.4 Prime seal wash: Diag → Prime seal wash for 1 min 

7.5 Prime needle wash：Diag → Prime needle wash for 1-2 times 

7.6 Purge injection：Direct Function → Purge injection; 

7.7 Turn down the flow rate to 0, turn off 2695 system. 

7.8 Shut down the computer and screen.  



Functions: More than seventy percent organic compounds can be analyzed by HPLC, especially for the 

separation and analysis of high boiling point, large molecule, strong polarity and thermal 

stability. 


