
超微量光谱分析仪简易操作指南 

 

1. 测量模式选择  

主界面下，按数字键直接进入或 ，  选择菜单项， ENTER 进入该测

量模式。  

2. 设置波长  

GOTOλ 进 入 设 置 波长 ，数字 键 输入 波 长 值， ENTER 走 到 设 

定 的 波长 值 并 自动 校 准 100%T/0Abs。  

3. 设置参数  

各测量界面，根据屏幕提示按  ，  或 进入设置参

数界面，  ， 选择或数字键输入参数， ENTER 确认， ESC 返回。 

4. 删除输入值 

输入数据时，  删除最后一个输入的字符， CLEAR 删除所有输入字符 。  

5. 删除测量结果和存储数据  

测量界面下， CLEAR 删除测量结果或存储数据。  

6. 校准 100%T/0Abs  

将参比置于光路中， 校准 100%T/0Abs。  

7. 测量样品  

测量界面下，将样品置于光路中， 测量结果 

 



UV-Vis Spectrophotometer operation manual 

 
 

1. Measurement mode selection 

Press numeric keys or press ，  to enter Measurement mode. 

2. Set the wavelength 

Press GOTOλ to set the wavelength, press ENTER to calibrate 100%T/0Abs.  

3. Parameter Settings 

Press  ，  or enter parameter Settings window, press

 ， to select the parameter, press ENTER to confirm the setting, or press 

ESC to return to the previous level menu. 

4. Delete an input value 

During the data input, is used to delete the last input character, and CLEAR is 

used to remove all the input characters. 

5. Delete the measurements and the stored data  

 Press CLEAR to remove measurements and the stored data. 

6. Calibration  

A reference solution is used to calibrate. 

Place the reference solution in the sample compartment, then press  

to calibrate 100%T/0Abs.  

7. Determination 

Place the sample solution in the sample compartment, then press to start. 


