
一体化成像仪 ImageQuant™ LAS 500 简易操作指南 

 

1. 启动 ImageQuant LAS 500。 

2. 将样品放在托盘上。 

3. 打开 ImageQuant LAS 500 的门。  

4. 将托盘放进 ImageQuantLAS500 中。 

5. 关闭 ImageQuant LAS 500 的门 

6. 捕获图像，可以使用自动或手动模式，轻击 Start exposure 按钮，进行捕

获。 

 

7. 在结果窗口中，可使用图像工具更改可视外观并检查图像的强度水平。 

8. 轻击 Save 按钮来保存图像。 在 Where do you want to save? 下拉菜单

中选择图像保存位置。 

 注：图像可以保存在设备上。 但建议使用 USB 闪存。 

 



ImageQuant™ LAS 500 operation manual 
 

1. Start ImageQuant LAS 500 

2. Place the sample on a tray. 

3. Open the door of ImageQuant LAS 500.  

4. Place the tray in ImageQuant LAS 500.  

5. Close the door of ImageQuant LAS 500. 

6. Capture an image.   

There are 2 exposure options for capture, select Auto for automatic exposure, select 

Manual exposure and set the exposure time manually. 

 

 
7. View the images.  

Open the Intensity tool by selecting the intensity button in the image tools menu. 

8. Save the image. 

Where do you want to save? field: Tap on the drop down menu to choose where 

to save the file. Tap on Save button to save the file. 

 

Note:  

Image(s) can be saved on the device. However, it is recommended to use a USB 

flash drive. 


