
Agilent 1200 HPLC 操作规程 
(一) 开机准备： 

1、打开计算机, 进入中文 Windows XP画面,并运行 CAG Bootp Server 程序。 

2、打开 1200 LC 各模块电源 （真空泵，排气装置、进样器，检测器）。 

3、待各模块自检完成后，双击“Instrument 1 Online”图标，化学工作站自动与 1200LC 通

讯。 

4、把流动相放入溶剂瓶中。 

5、打开冲洗阀。 

6、点击“泵”图标，点击“设置泵…”选项，进入泵编辑画面。 

7、设流速：5ml/min，点击“确定”。点击“泵” 图标，点击“控制…”选项，选中“启动”，

点击“确定” ，则系统开始冲洗，直到管线内（由溶剂瓶到泵入口）无气泡为止,切换通

道继续冲洗，直到所有要用通道无气泡为止。 

8、点击“泵” 图标，点击“控制…”选项，选中“关闭”，点击“确定”关泵， 关闭冲洗阀。 

9、点击“泵”图标，点击“设置泵…选项”，设流速：1.0ml/min。 

10、点击泵下面的瓶图标，输入溶剂的实际体积和瓶体积。 也可输入停泵的体积，点击“确

定”。 

 

（二）数据采集方法编辑： 

1、开始编辑完整方法： 

从“方法”菜单中选择“编辑完整方法…” 项，依次输入方法信息，泵参数、建立流动相的

样品检测方法 

2、自动进样器参数设定: 

设置进样体积 5.0ul ,洗瓶位置。 

3、DAD，RID检测器参数设定: 

 在“波长”下方的空白处输入所需的检测波长,如 254nm 

4、样品运行顺序设定： 

在“Sequence”设定样品的进样顺序，样品命名，进样体积，保存路径。 

5、待方法设定完之后，点击“确定” ,从“仪器” 菜单选择“系统开启”。 

等仪器准备好，基线平稳，从“运行控制”菜单中选择“运行方法”，进样。(若无自动进样器，

则基线平稳后，进样并搬动手动进样阀，启动运行。) 

 

（三）关机: 

1、关机前，先关灯，用相应的溶剂充分冲洗系统。 

2、退出化学工作站，依提示关泵，及其它窗口，关闭计算机。 

3、关闭 Agilent 1200 各模块电源开关。 

功能：百分之七十以上的有机化合物可用高效液相色谱分析，特别是高沸点、大分子、强极性、

热稳定性差化合物的分离分析。 



Agilent 1200 HPLC Operation Menu 
1. Get to start  

1.1 Turn on the computer, get into Windows XP system, open CAG Bootp Server Programme 

1.2 Turn on the 1200 LC units (e.g. Volume degasser, Quaternary pump, autosampler, detector). 

1.3 After each unit finish initialization, double click “Instrument 1 Online”, the Chem Station will connect to 

1200LC automatically. 

1.4 Replace fresh made mobile phase. 

1.5 Screw off the wash valve. 

1.6 Click “Pump” of the software, click “set pump”.  

1.7 Set the flow rate of 5 mL/min, and confirm. Click “Pump again”→“Control…”→“start” →”confirm”, the 

system starts wash, stop washing the pipe until there is no bubble in the whole channel (from the mobile 

phase bottle to the wash valve), switch to another mobile phase. Stop the whole wash until all pipe are full 

fill of mobile phase.  

1.8 Click “Pump” →Control →close →confirm, screw down the wash valve.  

1.9 Click “Pump” →“Set up Pump” →Set 1.0 mL/min 

1.10 Click the bottle icon under “Pump”, fill up the mobile phase actual volume and bottle volume, set the 

minimum value, click “confirm”. 

 

2. Data collection (HPLC assay)  

2.1 Set up a whole method: “Method” →”set up a complete method” →fill up the information of the method, 

pump parameter, guardient programme, etc.  

2.2 Set up the autosampler parameter: the volume of each injection, the number of wash vial. 

2.3 DAD, RID detector setting: fill in the wave length. 

2.4 Sequence setting: “Sequence” →sample order→ sample name→ injection time→ method→ injection 

volume, ect. 

2.5 After all the settings, click “confirm”, “equipment” → start to wash the column with mobile phase, once 

the equilibrium is done, select “run control” → “run method”, the programme start to run. 

 

3. Shut down 

3.1 Turn off the detector light, wash the proper wash programme to wash the column for 60 mins. 

3.2 Close the “Instrument 1 Online” chem. Station, shut down the computer.  

3.3 Turn off the Agilent 1200 units. 

 

Functions: 

More than seventy percent organic compounds can be analyzed by HPLC, especially for the separation and analysis 

of high boiling point, large molecule, strong polarity and thermal stability. 


