
波通瑞华 RVA 快速粘度仪简易操作指南 

 
1. 打开电源 

a) 适量水加入制冷机 

b) 打开制冷机、RVA 主机、电脑电源 

c) 运行电脑中 TCW 程序 

d) 在正式测试前应将仪器预热至少 30 分钟 

2. 调零 

a) 在 RVA 中安装空的测量罐和桨叶 

b) 运行调零程序 

c) 待读数稳定后，按 zero 键 

d) 调零完毕后，close 关闭调零程序 

3. 准备样品：如果条件允许的话，样品的水分含量也应该测出来，以用来校正

水分含量 

a) 先称重，接着把样品和水分散到一个新的小罐里面。  

b) 放置一个浆叶在小罐里面，接着轻推浆叶上下搅拌品 10 次。保证粘在

小罐壁上的 样品都混入水中。 （注意: 在你没准备运行测试程序前，

请不要把他们混在一起。 ） 

4. 选择测试程序  

a) 点击工具栏上的 或者点击运行菜单中的选择程序 

b) 选定所用的测试程序文件并点击打开 

c) 输入项目名 

d) 输入样品重量、水分信息 

e) 就绪，等待装样。  

5. 进行多次测定时可运行上一次的试验配置 

a) 点击工具栏上的 或者点击运行菜单中运行上次程序，也可以根据需

要将些常用的测试程序设置于运行菜单或者工具栏上，当你需要运行

时，仅需要在运行菜单 

6. 查看结果 

a) 查看数据时点击 ，可查看数据表格 

b) 查看结果分析时点击 或 view analysis report 

7. 测试结束后关闭所有电源，并排出制冷机中的存水。 

 
 
 
 
 
 
 
 



RVA Operation Manual 
 
1. Turn on the power 

a) Add tap water to the refrigerator 
b) Turn on the refrigerator, RVA, computer 
c) Run the TCW in the PC 
d) Warm up the instrument for at least 30 minutes before the official test 

2. Zeroing 
a) Install the empty paddle coupling and paddle in the RVA 
b) Run the zeroing program 
c) After the reading is stable, press the ZERO 
d) When the zeroing is complete, close the zeroing program 

3. Sample preparation: If possible, the moisture content of the sample should also be 
measured to calibrate the moisture content 
a) Weigh the sample, then disperse the sample and water into a new paddle 

coupling 
b) Place a pulp leaf inside the jar and gently push the leaf up and down to stir 

the product 10 times. Make sure that the sample sticking to the walls of the 
jar is mixed into the water.  
(Note: Do not mix them together until you are ready to run the test 
procedure. )  

4. Select the test program  
a) Click  on the toolbar or click Run > Select Configuration to Run.  
b) Select the test program file to be used and click Open 
c) Enter the project name 
d) Enter the sample weight and moisture information 
e) Ready and waiting for the sample to be loaded.  

5. To run the previous test configuration for multiple measurements 

a) Click on the toolbar or click on the Run menu to run the last program, or 

you can set some common test programs on the Run menu or toolbar if you 
need to run them. 

6. View results 
a) To view the data, click on  to view the data table 

b) Click or view analysis report to view the result analysis. 

7. Turn off all power and drain the water in the refrigerator after the test. 


